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Intelligent Digital Multimeters

SPECIFICATIONS

Basic Functions

Range

Best Accuracy

DC voltage

200mWE2W2Z0 200010000

£(0.1%+8)

AL Voltage

22002000000

£(0.5%+40)

OC Current

200pASZ000pA20A200mAMOA

t(0.2%+15)

AL Current

200pAS2000pAL20A200mAM DA

E(1%+15)

Resistance

2000/ 2kQ20kQ200k0I2 M Q20M 0

£(0.5%+20)

Capacitance

20nF200nFi2pF20pF200pF2mFi20mF

£(1 59%+20)

Frequency

20Hz200Hz2kH=20kHz 200kH= 2 MHZ 20 MH=/200 M HZ

£(0.1%+15)

Dty Cycle

10%~20 %

£ (1 9%+30)

Special Functions

Fused 104 Range

Auto Ranging

Current Measurement Alarm

Function Set Up

“otage & Current :
AL+ DC Measurement

Diode

Cortinuity Buzzer

True RMS

Feak Hold

Max/Min Mode

Relztive Mode

Data Hold

USE

Double Display Backlight

Full lcon Display

Sleep Mode

Low Battery Display

Input Impedance for
OC voltage Measurement

DC 200mY @ Around 2.5G0Q
All Other Ranges : 10MG

M=z, Display

20000

Analogue Bar Graph
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GENERAL CHARACTERISTICS

Fonwer v Battery (GF22)
LCD Size 73 x50 mm
Product Colour Red and Grey
FProduct Net Weight 3849

Product Size

200 x93 x 40mm

Standard Accessories

Test Lead, Battery, English Manual, Alligator Clip,
Test Clip, USB Interface Cable, Software, Carrying Bag

Optional Accessories*

Built-In Test Lead Light Plus (UT-L2)

Clip-On Test Lead Light (UT-TL), Built-In Test Lead Light (UT-L1),

Standard Individual Packing

Gift Box

Standard Quantity Per Carton

20 pcs

Standard Carton
Mezasurement

542 376 x 388mm
(0.079 CBM Per Standard Carton)

Standard Carton Gross

Wizight

19kg




