LED TS

LED TRUBICE SMD

energeticky efektivna nahrada za T8 Ziarivky
viac ako 2x nizsia spotreba elektrickej energie
* mimoriadne vysoky merny vykon 150 lm/W
(verzia milk 135 tm/W)

= o skleneny difuzor
zgg/fé‘ﬂ\zl"  Siroky uhol vyZarovania
PR  integrované vnutorné napajanie CCD LED
T8 * napajana priamo zo siete
« technoldgia LED SMD 2835
« kompenzovany jalovy vykon (PF> 0,9)
ﬁ o zaruka 3 roky
T8/G13
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Schéma zapojenia:
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GXLT010 FUSE LED TUBE
NIE JE sucast balenia.
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LED T8-840-9W/60cm milk GXLT150 8592660132266 9 neutralna biela 1215 4000K >80 95 -20+40 °C
LED T8-840-18W/120cm milk GXLT151 8592660132273 18 neutralna biela 2430 4000K >80 195 -20+40 °C
LED T8-840-24W/150cm milk GXLT152 8592660132280 24 neutralna biela 3240 4000K >80 245 -20+40°C
LED T8-840-9W/60cm clear GXLT156 8592660132297 9 neutralna biela 1350 4000K >80 95 -20+40°C
LED T8-840-18W/120cm clear GXLT157 8592660132303 18 neutralna biela 2700 4000K >80 195 -20+40°C
LED T8-840-24W/150cm clear GXLT158 8592660132310 24 neutralna biela 3600 4000K >80 245 -20+40°C





